A. WEISS MACHINERY & SUFPPLY

Super-Eleven Cleatformer®
For Standard Square Duct Rollforming

PRONE: (7/16) 605-0395

— Drive cleat rolls 20-26 gauge 2-1/8" 1-1/8" Width
|
$—==— | Pittsburgh lock rolls 20-28 gauge 1 |~ 5/16" Pocket
$—— 7 | Double seam rolls (type S) 22-28 gauge W1/8" 3/8" Seam
y——> | Double seam rolls (type L) 16-20 gauge 1-1/4" 7/16" Seam
4 [ Right angle flange rolls 16424 gauge up to 7/16" | up to 7/16" High
SN
|
"l Standing seam rolls 18-20 gauge 2-1/8" 3/4" Height
t ight atigle fi g " " Hei
Combination Right atgle flange | 22-26 gauge 1/ 1/2" Height
gin1 S
“ rolls Wit l Standing seam 22-26 gauge 1-1/8" 5/8" Seam
special guide
T-Connection 22-26 gauge 1-3/4" 5/8" Seam
C——, | Boot or adapter clip 26-30 gauge | 2-1/8"-2-1/4" 1" Width
Button punch snap lock
_{__] male and female (auxiliary rolls) 24-30 gauge 1-9/16" 1/2" Pocket
Hem rolls 20-24 gauge 1/4, 3/8, 1/2 1/4,3/8, 1/2
—==— | Pittsburgh lock rolls 18-24 gauge 1-3/8" 1/2" Pocket

Standard auxiliary rolls mounted on outboard shafts
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